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Pin connections
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. Absolute Maximum Ratin
Feature _ _ Display character address code J
10"2-line x20 characters display; 5x8 dots with cursor Standard
2. Built-in controller (KS0066U or Equivalent) Display position Typ
3. +5V power supply(Also available for +3.3V) — 30 ;1 324 5 - e - 181 21;9 1230H Input voltage VI 03 | e 55 v
4. 1/16 duty cycle;1/5bias; address e
! ! dd 0 P, oH 53 Power supply VDD-VSS -0.3 | - VDD
5. TN, HTN, STN or FSTN mode PORAMaddress 40 41 4 o2 oe : -
6. BKL to be driven by pini,pin2,or pin15,pin16,or A K ) ) Electronical characteristics
Mechanical thinkness Standard
Block diagram: . Item Symbol  Condition Unit
LCD module thinkness T1 T2 UNIT Min  Typ Max
Without or EL backlight | ... | ... mm +5V 4.7 5.0 5.5 vV
000 Input voltage VDD
o With edge LED backlight | - mm 33V |27 |33 |53 v
p I I Supply current IDD =5V | ——mee-
0 o) momom With LED bottom backight| 9.1 | 140 | mm oy VDD=5V 20 | 4 | mA
o0 oot - -200C 4.8 5.0 5.3
D 000000000 - Mechanical data L%egzﬂwsnded 0°C 4.6 48 5.0
L\ 0oo ) g voltage -
norooo - gl - Item Standard Unit for normal temp ~ |VDD-VO| 250C | 43 | 45 | 47 | Vv
oo ) ) version module 500C 4.2 4.3 45
Qo Module dimension 182.0x60.0 mm : - -
70°C 4.1 4.2 4.3
o - — | Viewing area 147.0x35.2 mm LED forward voltage| VF o 42 5.0 v
B i Dot size 1.10x1.50 mm LED forward current IF 250C | ------ 420 | ----- mA
. EL power supply VEL=110v( | |
Character size 5.90x12.7 mm current IEL1AC 400H2 mA




